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EX lights

EX rechargeable battery FlashLED-Ex
Work and inspection light with emergency light function

The tried-and-tested FlashLED concept is now also available for areas 
at risk of explosion! As a result, GIFAS is offering a powerful work and 
inspection light with emergency light function for explosive areas. The 
FlashLED-Ex is equipped with an environmentally friendly, rechargeable 
lithium polymer (LiPo) battery. The light is charged outside the explosion-
risk area. The FlashLED-Ex is certified and satisfies the requirements of 
the European Low Voltage Directive 2006/95/EC, Directive 2004/108/EC 
on Electromagnetic Compatibility and ATEX Directive 94/9/EC.

Product properties

-- Sturdy, shatter-proof polyamide housing
-- Up to 8 hours of light in three selectable operating modes: 

		  - Broad beam: concentrated, narrow and wide light beam 
		  - Work light (emergency light): broad light cone 
		  - Side light: space-illuminating economy light
-- Extremely bright light
-- Incl. charger with corrosion-resistant contacts
-- Charging station can be used as a wall-mounted model                                  
-- Overcurrent, temperature and deep discharge protection
-- Vertical-swivel lamp head, dimmable, flash mode
-- Memory function = last setting is saved
-- The light can be locked in the charging station (shackle lock not 

	 included in the scope of delivery).    

Article 
No.

Design

273823 FlashLED-EX rechargeable hand-held light
273822 FlashLED-Ex rechargeable hand-held light set, 230 V, incl. 

wall bracket
274260 FlashLED-Ex rechargeable hand-held light set, 12/24V, incl. 

wall bracket
266251 230 V wall bracket
266286 12/24 V wall bracket

* We recommend having the rechargeable battery replaced by the manufacturer 
   GIFAS ELECTRIC. This is the only way to guarantee the light's protection cate	
   gory of IP 65.

Technical data

Certification:		  2006/95/EC European
				    Low Voltage Directive
				    2004/108/EC Directive on 
				    Electromagnetic Compatibility
				    ATEX Directive 94/9/EC
Labelling:		       II 2G Ex ib IIC T4 Gb
				         II 2D Ex ib IIIC T135°C Db
ATEX Certification No.:		  DEKRA 12ATEX0193X
Operating voltage:		  230 V AC, 12/24 V DC
Power supply:		  Lithium polymer rechargeable battery
Charging time:		  6.5 hours
Light duration:		  2.5 to 8 hours, depending on operating 	
				    mode
Illuminant:		  5x1.6W Power LEDs, white
Light protection category:		  IP 65 
Ambient temperature:		  -20°C<Ta<+50°C
Temperature class:		  T4
EX risk areas:		  Zones 1, 2, 21 and 22
Gas group:		  IIC
Dust group:		  IIIC
Dimensions (WxHxD) 
-	 Light excl. charging station:		 125x260x92.5 mm	
-	 Light incl. charging station:		 149x332x106 mm
-	 Charging station: 		  149x276x95 mm
Weight 
-	 Light: 		  1.4 kg
-	 Charging station: 		  700 g
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